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I. Specification of the product 
 

This is a propane or natural gas – fired GTV-E type warm air heater. It is intended for heating or 
ventilating of non-domestic premises. The flue system is of the types B22, C12, C32 and C52. The appliance 
operates on direct heater principle, which means that the heater air is blowed into the heated room directly 
for assuring of requested temperature. Besides heating (winter) mode, the appliance can achieve the 
ventilation of room as well (summer mode). 

The warm air blower appliance burns up the sucked mixture of combustion air and gas, in this way 
making the heater air, which is blowed into the heated room (by direct blowing or through air duct) in order to 
ensure the keeping of temperature on requested value. 
 The supply of combustion air of appliance can be realized in two ways: 

   directly from the heated place (A,C) 

   from open air (CL) through air duct, it can be used in case of such plants, which are working with 
dangerous materials as follows: painting workshops and workshops, which are using explosives or 
corrosive materials etc. 

 
Versions: 

 GTV-E-A type – axial fan-type 

 GTV-E-C type – centrifugal fan-type with lamella execution 

 GTV-E-CL type – centrifugal fan-type with air duct execution 
 
The appliance was tested together with the flue system, recommended by the manufacturer. 

 The applied flue system parts: 
o LIM-MONT ECO DIM DW; LIM-MONT ECO DIM DE 

 
The following tables show the basic parameters, types and categories of GTV-E air heaters for relevant 
countries. 
 
Technical specifications:  

Table 1 a 

Model   
GTV-E-20C, 

CL 
GTV-E-27C, 

CL 
GTV-E-33C, 

CL 
GTV-E-40C, 

CL 
GTV-E-48C, 

CL 
GTV-E-58C, 

CL 

Input [kW] 22 27 33 40 48 58 

Nozzle 
pressure 

G20 [mbar] 7.1 10 7 10 7 10.5 

G31 [mbar] 15.5 23 16 23 17 25 

Gas 
consumption 

G20 [m3/h] 2.32 2.86 3.49 4.23 5.08 6.14 

G31 [kg/h] 1.45 2.23 2.73 3.3 3.96 4.79 

Gas connection   G ½" 

Exhaust pipe / air 
supply diameter 

[mm] Ø 100 - 100 

Electrical connection   230V / 50Hz 
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